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Install Instructions ς 406NH 

*PLEASE READ ALL INSTRUCTIONS AND WARNINGS PRIOR TO ASSEMBLING, 
INSTALLING, AND USING THIS PRODUCT* 

Warning 
 

Always check for wires, fuel tanks and lines, brake lines and other important vehicle 
functionality items prior to drilling and installing all products. 

Tools Needed 
 

оκуέ Wrench and Socket тκмсέ Wrench and Socket 

13mm Wrench and Socket 1/4έ 5Ǌƛƭƭ .ƛǘ 
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Before You Begin 
¶ Read all instructions 

¶ Be sure to have Large Partition (40651) assembled and ready to install. 
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Install Instructions ς 406NH 

Parts 
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Install Instructions ς 406NH 

Hardware 
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Install Instructions ς 406NH 

Step 1 ς Bolt Floor Plate 
 
¶ Locate threaded embosses 

in floor of van. 

¶ If a mat is installed in van, 
use a hole saw to expose 
threaded embosses. 

¶ Place floor plate (E) into van 
in orientation shown. Have 
the angle cut end towards 
the slider door. 
 
 
 

 
 
 
 
 
 

¶ Bolt to floor using a M8 x 50mm HH (1), a 
M8 lock washer (3) and a M8 flat washer (4) 
in orientation shown.  

¶ In some situations, one to three nylon 
spacers will be needed under the floor plate 
(E) in order to have a rigid fitment. 

¶ Leave loose. 
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Install Instructions ς 406NH 

Step 2 ς Bolt Side Wings 
¶ Place wings (A & C) in 

orientation shown next to the 
partition (40651). 

¶ Bolt together using a 1/4" x 
рκуέ ŦƭŀƴƎŜŘ II όрύ ŀƴŘ ŀ 
flanged nyloc nut (7). 

¶ On the passenger side wing 
(A), leave the 2nd and 3rd holes 
from the top open.  

¶ On the driver side wing (C), 
leave the top hole open. See 
picture with arrows. 

¶ SNUG TIGHTEN. 
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Install Instructions ς 406NH 

Step 3 ςHandle Movement 
¶ LƴǎƛŘŜ ƻŦ ǎƭƛŘŜǊ ŘƻƻǊΣ ŀƭƻƴƎ ǘƘŜ ά.έ ǇƛƭƭŀǊΣ ǊŜƳƻǾŜ ǘƘŜ ŦŀŎǘƻǊȅ ƘŀƴŘƭŜΦ 
¶ Be careful when removing plastic caps on handle.  
¶ Bolt handle to passenger side of wing kit/partition assembly where vacant holes were left in 

previous step. 
¶ ¦ǎŜ ŀ мκпϦ Ȅ рκуέ ŦƭŀƴƎŜŘ II όрύ ŀƴŘ ŀ ŦƭŀƴƎŜŘ ƴȅƭƻŎ ƴǳǘ όтύΦ 

¶ ! Φнрέ ƘƻƭŜ Ƴŀȅ ƴŜŜŘ ǘƻ ōŜ ŘǊƛƭƭŜŘ ƛƴǘƻ ǇŀǊǘƛǘƻƴΦ ¦ǎŜ ǿƛƴƎ ŀǎ ŀ ǘŜƳǇƭŀǘŜΦ 

¶ TIGHTEN. 

Step 4 ς Mount Partition 
¶ Place assembled partition into van on top of floor plate installed in Step 1. 

¶ Line the holes in the bottom of the partition with the slots in the floor plate. 

¶ From underneath, insert carriage bolts (6) through the floor plate in the orientation shown.  

¶ Bolt floor plate (E) to partition using carriage bolt (6) and flanged nyloc (7). 

¶ Allow Movement 

 


