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Installation Instructiong 4081C

*PLEASE READ ALL INSTRUCTIONS AND WARRINGT O ASSEMBLIN(
INSTALLINGND USING THIS PRODUCT*

Warning

é Always check for wires, fuel tanks and lines, brake lines and other important ve
functionality items prior to drilling and installing all products.

Tools Needed

9/ 16”7 S &Weekch t 1/2 Socket anoi(
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Bdore You Beqin
 Read all instructions.
1 Ensure safety when drilling.
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ARGO ASTER
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Parts

ITEM PART NUMBER| DESCRIPTION | QTY
NO. ’

A 40800-00-001 | 11-02080-R1 4

B 40800-00-002 | 11-02085-R1 4

Van
G 40800-12 Mounting 4
Bracket ASM
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Hardware

ITEM PART

NO. TO SCALE NUMBER DESCRIPTION | QTY.

.312-18x1.5
] P0185A587 Carriage Bolt 4

5/16 Flat
2 @ ?0126A030 WasHBE 4

95615A160 |5/16-18 Nyloc| 4

\
/

7
\\

w

3/8™-16 x .875
92620A623 Hew Rolt 8

3/8" Lock
5 @ 91104A031 A A 8

3/8" Flat
98023A031 Weshar 8
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Installation Instructiong 4081C

EEEEEEEEEEEEEEEEEEEEEEEEEE

1 Measure width of rain guttesn van, front and rear, typically they differ.

1 Approximately athat width measured from the rain gutter attach mounting bracket as
shown. Be sure there is agual distance from the center of the cross oveach foot.

1 Attachvan nounting bracket (C) on each bamsing 3/8" x 3/4" hex bolts (4) with lock
washers (5) anddt washers (6s shown.

1 Leavdoose until you set the assembly onto the vehicle. Most vans have a wider rairag!
the front of the vehicle.

Center Line

Mount Width

Equal Distance Equal Distance
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1 Decidewhich gutter clamps are needed for your van.

Sr——/
4080000-001 4080000-002
Ford Bracket GM Bracket

1 Place rear bow assemblyrae ar of van, fraprparaxan.mat el y

—

el i

f—7 —
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f Usinga5/ 16" x¢@dabriage bolts (1), a 5/ 16,inseft
gutter mount (A or Bthrough mount foot (C)

1 Be sure theear bow assembly is secubeit can still banoved front to rear.

1 Place front bow onto roof of van. Measure to make sure the front and rear bow are eq!
distance from eachother on both the driver and passenger sidanof

9 Once both sides are square and equal distance form eachother, TIGHTEN.

1 Repeat on all four corners of van.

GO BACK AND ENSURE ALL HARDWARE IS
Your installation is now complete.
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